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Ispezione di Tipo A e di Tipo C nei seguenti settori: 
 
Ispezione di Tipo A: 
 
Verifiche Periodiche e Straordinarie di impianti elettrici ai sensi del DPR 462/01 e della Direttiva Ministeriale 11 marzo 
2002, per le seguenti tipologie ispettive: 

- Installazioni e dispositivi di protezione contro le scariche atmosferiche;  
- Impianti di messa a terra di impianti alimentati fino a 1000 V;  
- Impianti di messa a terra di impianti alimentati con tensione oltre 1000 V; 
- Impianti elettrici collocati in luoghi di lavoro con pericolo di esplosione. 

 
 
Direttiva 2014/33/UE Ascensori e Componenti di Sicurezza per Ascensori 
Allegato I - Requisiti Essenziali di Salute e Sicurezza 
Prodotti: Ascensori e Componenti di Sicurezza per Ascensori 
Moduli / Procedure di Valutazione di Conformità:  
Allegato V – (Esame finale degli ascensori) 
 
 
 
Ispezione di Tipo C: 
 
Verificazione periodica di: 

- Strumenti per pesare a funzionamento non automatico – NAWI – classe I – con portata massima fino a 1100 g; 
- Strumenti per pesare a funzionamento non automatico – NAWI – classe II – con portata massima fino a 14 kg; 
- Strumenti per pesare a funzionamento non automatico – NAWI – classe III e IIII – con portata massima fino a 

80.000 kg; 
- Strumenti per pesare a funzionamento automatico – AWI – Selezionatrici ponderali – classe di accuratezza XIII(x) 

XIIII(x) X(x) con (x) ≥ 1 e Y(a), Y(b) con portata massima fino a 60 kg; 
- Strumenti per pesare a funzionamento automatico – AWI – Selezionatrici ponderali – classe di accuratezza XII(x) 

X(x) con (x) =0,5 e Y(II) con portata massima fino a 4 kg; 
- Distributori di carburante (escluso GPL) e di soluzioni a base di urea con portata massima fino a 200 L/min; 
- Distributori di GPL; 

ai sensi del Decreto 21 aprile 2017, n. 93. 
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Inspection of Type A and Type C in the following sectors: 
 
Inspection of Type A: 
 
Inspection activities in accordance with the provisions of Presidential Decree n. 462/2001 and Ministerial Directive of 
the 11th march 2002 for the following typologies: 

- Installations and devices for protection against lightning; 
- Grounding systems in electrical installations up to 1000V; 
- Grounding systems in electrical installations over 1000V; 
- Electrical installations in workplaces which contain places where there are potentially explosive atmospheres. 

 
 
Directive 2014/33/EU Lifts and Safety Components for Lifts 
Annex I - Essential Health and Safety Requirements 
Products: Lifts and Safety Components for Lifts 
Modules / Conformity Assessment Procedures: 
Annex V – (Final inspection for lifts) 
 
 
 
Inspection of Type C: 
 
Subsequent verification of: 

- Non-automatic weighing instruments – NAWI – class I – with maximum capacity up to 1100 g; 
- Non-automatic weighing instruments – NAWI – class II – with maximum capacity up to 14 kg; 
- Non-automatic weighing instruments – NAWI – class III and IIII – with maximum capacity up to 80.000 kg; 
- Automatic weighing instruments – AWI – Automatic catchweighers – accuracy class XIII(x) XIIII(x) X(x) con (x) ≥ 

1, Y(a) and Y(b) with maximum capacity up to 60 kg; 

- Automatic weighing instruments – AWI – Automatic catchweighers – accuracy class XII(x) X(x) con (x) =0,5 and 
Y(II) with maximum capacity up to 4 kg; 

- Fuel (other than LPG) and urea solution dispensers with maximum flowrate up to 200 L/min; 
- LPG dispensers. 

in accordance with the National Decree n. 93/2017. 
 

 

 


